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FOREWORD

This report was prepared by Continental 011 Compaeny under USAF Contract
No. 33(616)=2364, This contract was initiated under Project No. 304l, "Aircraft
Lubricating Greases"”, Task No. 73310, "Wide Temperature Renge Greasse", formerly
RDO No, 613-11, "Aircraft Lubricating Greases”, and was administered under the
direction of the Materials Laboratory, Directorate of Research, Wright Air
Development Center, with Mr, H, Schwenker acting as project engineer,

This report covers work done from 15 March 1954 to 15 March 1955. Future
reports will be prepared as the work progresses,

WADC TR 55-190




ABSTRACT

This report describes the history and present status
of the development of a general purpose grease to be operational
over a -100°F. to +350°F. temperature range. Experimental work
has been conducted during the past 12 months by Continental 0il
Company under AF 33(616)-2364 and is to be continued under a
nine-month extension contract.

These studies have been limited to development of
greases thickened by colloidal calcium carbonate coated with
calcium salts of aliphatic dicarboxylic acids. Using diester
vehicles, it now appears probable that a balanced formulation
can be made which will meet specifications for consistency,
bleeding, work stability, dropping point, evaporation loss,
low temperature torque, and water resistance, Some revision
in composition of present greases willl be required since in-
corporation of work stability and water resistance additives
has been found to induce changes in consistency and bleeding
which must be offset by slight changes in the thickener. 1In
addition, an oxidation inhibitor must be incorporated prior to
starting prolonged bearing tests at high temperatures,

PUBLICATION REVIEW

This report has been reviewed and is approved.

FOR THE COMMANDER:

M. R, Whitmore
. Technical Director
Materials Laboratory
Directorate of Research
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INTRODUCTION

In the past few years i1t has become apparent that
the ever 1increaslng temperatures encountered in air frame
mechanisms make a unlversal grease unlikely. As a result of
these higher temperatures, 1t has become necessary to go to
special vehlcles of high oxidative resistance and low vola-
tility. Generally, such a change has meant sacrificing low
temperature performance. Universally, it has meant a marked
increase in vehicle and thickener cost. Consequently, there
has been increasing interest in developing two distinct types
of greases, namely:

(1) A relatively cheap grease capable of serv-
ice from exceedingly low to moderately high
temperatures which might suffice for the
bulk of the applications.

(2) A grease capable of service at extremely
high temperatures, compromising low tem-
perature performance 1f necessary.

The work described in this report concerns develop-
ment of the first tgpe of grease. Target requirements are for
service over a -100YF. to +3500F, temperature range,

In studles prior to acceptance of this contract,
Continental 0il Company was exploring properties of petroleum
base greases thickened wilth colloidal calcium carbonate which
had been coated with calcium salts of dibasic allphatic acids.
These greases exhilbited exceptionally high dropping points,
While petroleum oils would not be suitable vehicles for -100°F.
to +350 OF. grease, 1t was thought that such thickeners could
be advantageously used in synthetic vehicles, such as dilesters,
silicate esters, and silicones.

Thickeners of this type requlire a special mode of
preparation, regardless of the vehicle used. Basically, a
colloidal dispersion of calcium carbonate is prepared in situ
in the vehicle in appropriate solvents. Dispersing agents are
necessarily present during the carbonate formation in order to
obtain sufficiently small particle sizes., A dicarboxyllic acid
1s then added to the dispersion and reacts partially with the
calclium carbonate particles. Removal of solvents then produces
the thickened grease,

A number of special terms are used to describe such
a preparation in shorthand fashion. These include:

(1) Dispersion ratio = welght calcium carbonate
weight dispersing agent
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(2) Active gelling agent = Weight per cent of the
final grease consisting
of calcium carbonate plus
calcium salt of the dibasic
acid

(3) Conversion = Weight per cent of original calcilum
carbonate which has been converted
to calcium salt of the dibasic acid

(4) Intermediate = calcium carbonate dispersion prior
to addition of dibasic acid

(5) Coupling agent = dibasic acid used for reaction
with calcium carbonate

In practice, it 18 convenient to prepare colloidal
calcium carbonate starting from a slurry of lime in methyl
aleohol. This slurry 1s blown with hydrogen sulfide, thus
producing a solution of calcium sulfhydrate in methyl alcohol.
This solution is then added to a solution of the dispersing
agent in the vehicle and/or additional solvents such as ben-
zene or naphtha. The resultant blend is then blown with car-
bon dioxide, releasing hydrogen sulfide and forming colloidal
calcium carbonate., If the vehicle involved 1s sensitive to
strong base, it can be added after carbonating rather than
earlier. Solvent stripping then results in the intermedilate,
Usually these intermediates are prepared as concentrates
which are diluted as desired with additional vehicle or sol-
vente prior to grease formation. If properly made, they are
optically clear, viscous liqulds with particle size less than
0.2 micron.

In applying the foregolng method of thickener prep-
aration to vehicles suitable for a -100°F., to +350°F. opera-
tion, it was anticipated that major changes in coupling agent
and formulation might be required. The proposed plan of at-
tack was therefore staged as follows:

1. Selection of base oil

2. Extensive bench testing to determine the
best dispersing agent and coupling agent
types.

3. Preparation and testing of optimum grease

formulations with oxidation inhibitors,

waterproofing agents, etc., 1lncorporated

as needed.
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SELECTION OF BASE OILS

Literature Studies of Possible Types

A rather extensive literature survey was made at
the beginning of this project aimed primarily at selection
of the best base o0ll from the thermal standpoint. Chief con-
siderations were oxidation and volatility at high temperature
(e.g., 350°F.) and viscosity in the vicinity of -100°F., An-
other important consideration was that of solubllity of com-
monly used dispersing agents and additives.

The viscometric properties of concelvable carriers
indicate that the best general type of base o0ll would be a
silicone. The silicones have, however, been found to be rela-
tively poor lubricants and even poorer solvents. Both lubric-
ity and solvency can be improved by blending in twenty per
cent or more of an aliphatic diester. This of course limits
the utility of the blend to the thermal stabllity of the di-
ester employed. At the onset of this program, leading manufac-
turers of applicable silicones were approached for information
regarding solubllity of polar materials in their flulds. None
could indicate a suitably soluble and effective dispersing agent
for calcium carbonate.

The sillcate esters were a second possibility for
base oils. These materials were indicated to have excellent
thermal viscosity relationships and are relatively stable to
oxidation below 500°F. Many are prone to hydrolysis in the
presence of water, however; and thermal decomposition prod-
ucts are indicated to include abrasive silica particles.
Certalin recently developed esters of disilicic acid, however,
have been found adequately stable to hydrolysis and to be re-
sistant to final breakdown to abrasive material. Furthermore,
these silicate esters are much better solvents for known dis-
persing agents than are the silicones,

The literature studies also 1ndicated that certain
aliphatic diesters are possible candidates elther in blends
with silicones or alone. These dlesters have the advantage
of much lower cost than either silicones or silicate esters.
Their structure, furthermore, 1s such that they should be
relatively good solvents for customary dispersants, Table
I shows thermal properties for some diesters of particular
interest as given by listed authoritiles.
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TABLE I - ALIPHATIC DIESTERS

Pour Point Flash Point

d1-2,ethyl hexyl sebacate (1 -67°F. 450°F,
di-2,ethyl hexyl azelate (2 -85 hyg
di-2-ethyl hexyl adipate 3 -100 395
di-2,ethyl propyl azelate (1 below -108 380
di-2,ethyl butyl azelate (2 -85 365

(1) Ind. Eng. Chem., Volume 39 (1947), page 500.

(2) Physical Properties of Plastolein Q050 and
9058, Emery Industries,

(3) Georgi, C. W., Motor 011s and Engine Lubri-
cation, page 235, Reinhold, 1950.

The lower temperature limits glven are evidently
somewhat dependent on method of testing. The di-2,ethyl hexyl
azelate for instance was found to have a pour point of around
-100°F. 1in Continental 01l Company laboratories,

The dilesters in general possess adequate lubricity.
They are prone to hydrolysis in the presence of strong bases
but are quite stable in the presence of water alone.

Silicone Fluids

The most promlsing candldates among the silicone
olls appeared to be Dow Corning's DC 510-50 and General Elec-
tric's SF 81-40. Infrared analysis of these materials indi-
cated that they were qulte similar, beilng methyl phenyl poly-
slloxanes of moderate aromaticity. The poly methyl slloxanes
(DC 200, DC 500) and the higher aromaticity analogues (DC 550
and DC 710) have pour points which render them unsatisfactory
for the contract grease.

Since there was some delay in receilving the most de-
sirable sllicone flulds, initial screening for solubllity was
with DC 200-100. It was thought that any materlal soluble in
the DC 200 would be soluble in the DC 510 with its higher
aromatic content. Appendix I lists those materials tested.

The commonly used dispersing agents (e.g., naphthen-
ates and sulfonates) were found to be insoluble. Of the solu-
ble materlals only the higher molecular weight amines and fatty
aclids were believed to hold any promise as dispersing agents,

Using the general procedure outlined in the introduc-
tion, two materials found soluble 1n the above tests, namely
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pelargonic acid and phenyl acetic acld, were tested for their
abllity to disperse calcium carbonate in DC 510-50. Gel for-
matlon occurred with both materials, and products appeared
gritty due to large particles of calcium carbonate., They were
obviously unsuited for use as grease intermediates,

It became increasingly clear that silicone alone did
not have adequate solvency; hence blends incorporating aliphatic
diesters were used for further study. (This also would be ex-
pected to improve the lubricity of any greases developed.) A
third promising material (di-2,ethyl hexyl amine) was therefore
tested in a blend of 20 per cent di-2,ethyl butyl azelate and
80 per cent DC 510-50 silicone fluld. This amine, although
somewhat volatile at the finishing temperature (150°C.), formed
an optically clear dispersion which was a soft gel at room tem-
perature. No particles were visible in a bright field micro-
scope even at 1350 X magnification., Particles were, however,
too large to form a grease even though some thickening did oc-
cur upon the addition of a coupling agent.* In view of very
unsatisfactory performance of pelargonic and phenyl acetic
acids 1in undiluted silicone, these materisls were not further
tested in the silicone-diester blend.

Certain naphthenic acids (Eastman P2388 and several
Oronite products) were found to be soluble in a 50:50 blend of
DC 510-50 and di-2,ethyl hexyl azelate; but again attempts to
form dispersions failed, although a number of procedure varla-
tions were utilized.

It appeared at this stage that the silicone molecule
itself offered the best possibility for a suitably soluble dis-
persing agent, provided suitable polar groups could be introduced
therein, The most preferable polar groups were thought to be
carboxyl, sulfonate, or amine, Accordingly, deliberate attempts
to introduce these groups were made.

A first attempt at sulfonation used a stabllized
liquid sulfur trioxide. It was found to cause scission of the
silicon-phenyl bonds. Other standard sulfonating agents like-
wise were unsatisfactory.

Attempts at halogenation with HCl in glacial acetic
caused degradation of the silicone polymer. Direct photochlo-
rination resulted in introduction of a chlorine in the methyl
groups. This chlorine was not sufficiently reactive to allow
introduction of sulfonic or carboxylic groups by the usual
methods. Amines were, however, prepared by blowing the chlo-
rinated intermediate with ammonia. When used as dispersing
agents, these amines were subject to thermal desorption and
allowed coagulation and precipitation of the calcium carbonate.

*#Pluroxin E231, See section on coupling agents for description.
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At this point, efforts to use silicone flulds as
primary base olls were abandoned; and work was begun on alter-
nate base oils,

Silicate Esters

The alkyl aryl sulfonate dlspersing agent used pre-
viously in hydrocarbon systems 1is adequately soluble in cer-
tain silicate esters and has been found to function normally
therein. One slilicate ester was extensively tested. This
material, known as MLO 8200, is a compounded hydraulic fluid.
Composition 1s predominantly hexa (2 ethyl-butoxy) disiloxane
along with 4.8 per cent XF 371 (100,000 cs.), 2 per cent
p,p' dloctyl-diphenyl amine, and 0.02 per cent quinizarin.
This material had a pour point below -102°F. and was indicated
to be stable at 350°F.

Since this material was sensitive to strong base, a
transfer technique was used in preparing the intermediate.
This consisted of preparing the dispersion in volatile solvents
and adding the base oil only after the sulfhydrate had been con-
verted to the less reactlive carbonate. The intermediate was
then stripped of solvents In the usual fashion. No noticeable
hydrolysis of the silicate ester occurred, and products proved
to be good dispersions with one drawback. The MLO 8200 was a
compounded oil, and intermediates made therefrom tended to
separate. The upper layer was belleved to be predominantly
XF 371 polymer plus some silicate ester., At higher dispersion
ratios more of the silicate ester was driven into the upper
layer. Below in Table II are llisted the intermediates along
with pertinent data. )

TABLE II - SILICATE ESTER INTERMEDIATES

Experiment Dispersion Base Per Cent
No. Base 011 Ratlo No. Calcium
CRB 4-23 MLO 8200 0.285 80 5.0
CRB 4-26 MLO 8200 0.385 100 8.9
CRB 4-27 MLO 8200 0.546 108 9.1

Greases were prepared from each of the above inter-
mediates using Pluroxin E 231 (see section on coupling agents
for description) as the coupling agent., Table III 1ists some
of these greases showlng consistency and melting points. Cer-
taln of these greases did not show appreciable separation even
after several months' storage.
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TABLE III - SILICATE ESTER GREASES

Per Cent Per Cent Worked

Experiment Based on Actlve Gel- Con- Pene- Dropping
No. Intermediate ling Agent version tration Point
aboye
CRB 4-2)4 CRB 4-23 7 70 * 4373F
CRB 4-25 CRB 4-23 4 70 230 374°F
4-28 CRB 4-27 4 50 320 373°F

*T0o0 heavy to work.

Silicate esters were not avallable in sufficient quan-
titles for further study at that time; so work was switched to
the aliphatic diesters as per letter from the project engineer,.

Aliphatic Diesters

The aliphatlc diesters are good solvents for known
mineral oil soluble dispersing agents. In fact, prior mineral
01l experlence was found to be directly applicable in general
to the aliphatic diesters, Colloldal dispersions of calcium
carbonate using certaln naphthenic and alkyl aryl sulfonic acids
were readlly made in various diesters. These intermediates ap-
peared to have particle sizes of requisite smallness, Two ex-
amples are given 1n Table IV, These dispersions were optically
clear and stable to centrifuging and moderately long storage.

TABLE IV - STABLE DIESTER INTERMEDIATES

Experiment Dispersion Base Per Cent Dispersing
No. Base 011l Ratio No. Ca Agent
CRB 4-2 Di-2,ethyl 0.24 121 7.0 Sulfonate
butyl azelate
BPS 2-47 Di-2,ethyl 0.44 199 7.9 Naphthenate

hexyl azelate

It was thought that di-2,ethyl hexyl azelate would
be the best cholce among the diesters., This material has a
relatively high flash point suggesting a minimum of oxidation
and volatilization in the vicinity of 350°F. A standard oxida-
tion inhibitor such as phenothlazine should inhibit oxidation
sufficiently to meet specifications. At the same time di-2,
ethyl hexyl azelate has a lower pour point than other high
molecular weight dlesters and should give greases more likely
to meet the low temperature specifications,
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There was some initial speculation about the hydro-
lytic and pro-oxidative effects of the rather large surface
area of calcium carbonate presented to the diester. Since in
the grease the calcium carbonate is shielded by the inert
coupling agent salt, it was expected that little or no trouble
of this nature would occur. This supposition has been con-
firmed by the low evaporation actually exhiblted by such greases
(see Appendix IV).

With the selection of di-2,ethyl hexyl azelate as
the developmental base oll, work went ahead on discovering the
better dispersing and coupling agents. Since there was some
delay in recelving sufficlent quantitles of the preferred
diester, some of thls work was performed with other diesters;
however, since the applicable physical properties of the various
diesters are quite similar, it was believed the particular
diester employed for this initial screening was immaterilal,.
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SELECTION OF DISPERSING AGENT

The dispersing agent 1s primarily used to aid in the
formation of colloidal particles of calcium carbonate., These
particles are, of course, formed during the carbonation step of
the grease intermedlate preparation. In this stage, the dis-
persant 1s adsorbed on the surface of the particles and pre-
vents agglomeration., It also serves to inhibit normal crystal

growth,

The smaller the inorganic particle size the more ef-
fielent a thickener 1t becomes per unit weight. Since during
addition of the coupling agent the ultimate particle size 1is
greatly Ilncreased, it has been found that there 1s an upper
limit of 0.2 micron diameter above which satisfactory greases
cannot be made. To a certain extent, dispersion ratio 1is an
indication of particle size, since increasing amounts of sul-
fonate tend to increasingly inhiblt crystal growth,

Since a substantial amount of dispersing agent is
required in general to give the requisite particle size, it
is present in the final grease to an extent which has an ap-
preciable effect on the grease properties. An upper limit is
set by the tendency of the dispersing agent to fluidize the
grease gel. With alkyl aryl sulfonates, this upper limit lies
in the vicinity of 0.3 dispersion ratio and the lower 1limit
around 0.45, It should be noted that dispersion ratio indi-
cates not only particle size but also is used to show disper-
sion agent level in the final grease.

A representative naphthenic acid and several sulfonic
acids were tested as dispersants in the diesters. Clear fluid
dispersions were prepared in di-2,ethyl hexyl adipate utilizing
Naphtone "D" (a naphthenic acid supplied by Standard 0il of
California) as the dispersing agent. Dispersion ratios in the
range of 0.22-0.44% were employed with base numbers up to 200
(Table IV). Particle size was under 0.2 micron. Attempts to
prepare greases from these intermediates failed due to coagula-
tion of the dispersion 1in the presence of solvent (acetone% re-
quired for introduction of the coupling agents. A search for
a mutual solvent was unsuccessful. This dispersing agent was
therefore dropped in favor of alkyl-aryl sulfonic acids which
were known to be satisfactory dispersing agents in hydrocarbon
systems studied prior to the acceptance of this contract. The
sulfonic acid found most suitable in dlester solvent is pre-
pared by sulfonation of 80 per cent postdodecylbenzene, Post-
dodecylbenzene is a residual by-product obtained by distilling
off dodecylbenzene and lighter fractions from the crude alkyla-
tion product of benzene and dodecene. It consists of a mixture
of dialkylated benzenes. An 80 per cent postdodecylbenzene 1is
the residue remaining after further distillation of postdodecyl-
benzene to remove the more volatile 20 per cent therefrom. Av-
erage molecular weight of this hydrocarbon is around 382.
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Sulfonates from the 20 per cent lower molecular
weight fractions of postdodecylbenzene were found to be rela-
tively unsuiltable as dispersing dgents. The greases resulting
from use of these dispersants were prone to increasing surface
set and were less work stable than the higher molecular welght
fractions.

Use of the higher molecular welght fractions of post-
dodecylbenzene (40 and 60 per cent bottoms) showed no signifi-
cant improvement over the normal 80 per cent bottoms fraction
in reducing particle size of finished grease.

In order to obtain the optimum intermediate formula-
tion from a standpoint of particle size, the effect of various
dispersion ratios was studied. A series of intermedlates were
prepared with dispersion ratios of .20, .38, .35, .40, and .50
which gave calcium postdodecylbenzene sulfonate contents of 42
to 17 per cent by welight in the intermedlate. The effect of
increasing sulfonate content in reducing particle size is shown
in 1llustrations I, II, and III. No significant further im-
provement was noted at dispersion ratios below 0.40.

‘&%j . ;“ A
SRS T s
h VS IR I T sy
Illustration 1 Illustration II Illustration III
DR = .4 DR = .45 DR = .5

Magnification - 5000 X in each case
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SELECTION OF COUPLING AGENT

Coupling agents are dicarboxylic acids which, when
added to the grease intermediate (usually with appropriate
solvents), react with the colloidal calcium carbonate forming
the calcilum salts which are required to be insoluble in the
base 01l. The coupling agents are added in an amount less
than required to react with the total calcium carbonate. The
function of this calcium salt of the coupling agent 1is to form
a surface on the 1norganic particles which causes assoclation
of the particles. This assoclatlon results 1in a scaffolding
gel structure entrapping the base oll thus forming the grease.
It is evident that the propertles of the grease are markedly
dependent on the properties of the coupling agent employed.

In experiments with petroleum greases performed prior
to acceptance of this contract, two materials were found to
possess outstanding coupling agent properties. These were
Pluroxin E 231 (a dicarboxylic acid derivative of polyethylene
glycol having a molecular weight of 231) and 3 methyl glutaric
acid. It was belleved that these materials would behave simi-
larly in di-2,ethyl hexyl azelate inasmuch as the calcium salts
of the above aclds are substantially insoluble 1in nearly all
high boiling solvents.

A number of grease-llke materlials were prepared with
Pluroxin E 231 as the coupling agent. For the detailed pro-
cedure followed in these grease formulations, see Appendix II.
The two esters used in the evaluation of Pluroxin E 231 were
di1-1so-octyl azelate and di-2,ethyl hexyl adipate. The Pluroxin
E 231 was found to be effective as a thickener; but in all cases,
the resultant grease-llke materlals bled badly, particularly on

working.

Several variations were attempted (see Appendix III)
aimed at solving this problem., Per cent conversion was varied
from 40 to 70 per cent, which gave materials ranging from vis-
cous liqulds to very heavy gels. In all cases, bleeding was
excessive at room temperature. The melting point of these '
Pluroxin thlckened greases was below 300°F. which was appar-
ently due to excesslve bleeding rather than softening of the

gel structure,

Three methyl glutaric acid was then evaluated as a
coupling agent., This coupling agent formed grease-like prod-
ucts which did not suffer from bleeding at room temperature
nor did they require milling as did the Pluroxin coupled
greases, In general, simple stirring was sufficient to cause
formation of a buttery texture. Physical characteristics of
these 3 methyl glutarate greases are listed in Appendix V. It
can be seen that the specifications are very nearly met even
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by these early experimental greases Dropping points are well
above 450°F. while only 375°F. is required. Approximately 85
per cent conversion of the total calcium carbonate 1s optimum
versus 40 to 50 per cent optimum found with Pluroxin coupled
greases (see Appendix IV). These greases were also found to
lack work stability and showed a marked tendency to a work
reversible hardening on storage. Despite these dilsadvantages,
the 3 methyl glutaric acid coupled greases were thought suffi-

clently promising to Justify development work to eliminate thelr
deficliencles.
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THIXOTROPY PROBLEM

In testing the work stability of the 3 methyl glu-
tarate greases, 1t was observed that they became semifluild
during the 100,000 strokes; but on standing, they reformed
to their original consistency. This showed that the break-
down of the grease was not due to alteration of the ultimate
particles but was instead an example of extreme thixotropy.
It was thought that the cause of this thixotropy was probably
due to slow reformation of the gel structure when broken down
by high rates of shear. The structure is formed by the asso-
clation of the spherical particles due to short range attrac-
tive forces set up between their surfaces. This surface 1s
composed of the calcium salt of the coupling agent, and 1t is
reasonable that the thixotroplc behavior will depend on its
chemical nature, In addition, the sulfonate dispersant 1s
known to affect fluidity and presumably thioxotropic behavior.
It was therefore believed that 3 methyl glutarate greases
might require only slight modification to eliminate or mark-

edly reduce thixotropy.

The modification first attempted was alteration of
the per cent conversion which, although &sffecting consistency,
had no effect on the thixotropy. To alter the chemical nature
of the surface, Pluroxin was mixed with the 3 methyl glutaric
acid in various proportions. In all cases the resultant grease
exhibited the bad bleeding characteristics of the Pluroxin.

It was believed that reducing particle size may af-
fect the work stability by increasing the number of particles
per unit weight of gelling agent, thereby increasing the num-
ber of particle collisions during a given time interval. The
end result would thus be faster reformation of the gel struc-
ture. Several attempts were therefore made to further reduce
particle size in the Intermedlate stage. '

It was known from previous experience that some di-
basic acids served to 1nhibit crystal growth in processes simi-
lar to that used in forming the intermediate. Experimental use
of 3 methyl glutaric acid as a crystal growth inhibitor in the
intermediate, however, did not effectlvely reduce the particle

size,

Particle size was, however, reduced through the use
of a more dilute solution containing 1.8 milliequivalent per
gram calcium sulfhydrate rather than the 4.2 milliequivalent
per gram base solution previously employed. The electron
micrograph in illustration IV shows calclum carbonate parti-
cle size obtained with the 4.2 milliequivalent base solution.
Illustration V shows the extra fine particles obtained through
the use of the more dilute methanolic-calcium sulfhydrate solu-
tion., Figure I shows the effect of this modification on im-
proving the work stability of this grease,
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Illustration IV Illustration V
Normal Intermedilate Extra Fine Intermediate
Magnification -5000X in each case

While this improved grease appeared work stable,
several factors had to be studied to obtain the optimum form-
ulation. These factors included dispersion ratio and per cent
active gelling agent.

An extensive study was therefore made on the effect
of varyling dispersion ratios and per cent active gelling agent.
From this study, 1t was found that the worked stabllity of the
grease was a function of the balance between dispersion ratio
and per cent active gelling agent (see figures III through VIII).
Composition and penetration data on thls serles of greases are
tabulated in Appendix V.

In evaluating the greases prepared at the above dis-
persion ratios, it 1is apparent that, at the upper 1limit of sul-
fonate concentration (.2 dispersion ratio, 42 per cent sulfonate),
the greases are more like yiscous liquids and show dropping
points in the range of 120°F. At the lower 1imit of sulfonate
concentration (.5 dispersion ratlo, 17 per cent sulfonate), the
particle size increases, thus requiring a higher per cent active

elling agent to obtain a grease in the useful consistency range
%see Figure IX).

Various additives were also evaluated as thixotropy
inhibitors. It 1s known that the characteristics of a given
coupling agent vary with the type of vehicle in which it is
employed; therefore it was belleved that the addition of a
modifying diluent with the necessary low volatility at high
temperatures might inhibit this thixotropy. The materials
tested which had no effect are listed in Appendix VI.

Three materlals were found which did reduce the shear
breakdown of these greases. The materials were (1) polyethylene
glycol %00 ECarbide and Carbon Chemical), (2) DC 510-50 cs. sili-
cone fluid (Dow Corning), and (3) Acryloid 710 (a high molecular
welght acrylic polymer% The polyethylene glycol 400 material
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was only slightly effective and caused excessive bleeding at
the levels required to eliminate thixotropy. The DC 510 sili-
cone fluid was quite effective (see Figure II); however these
greases were prone to bleed to some extent. The Acryloid T10
material appears to be both effective at low concentrations
and less prone to cause bleeding. Bleeding 1s more severe
with either additive at high sulfonate levels., Figures X and
XI show the effect of Acryloid and silicone fluid on the grease,
Composition and penetration data are tabulated in Appendix VII,
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SET PROBLEM

The early 3 methyl glutaric acld coupled greases ex-
hibited a marked tendency towards a work reversible surface
hardening or "set." Although the major problem involving sur-
face set of these greases under normal conditions has been
largely overcome 1in recent grease formulations, there 1s still
a tendency toward surface set when sald greases are exposed to
an atmosphere saturated with water vapor. None of the various
additives Incorporated to date have any appreclable effect under
these conditions. Surface set can usually be detected in as
little as four hours' exposure to high humidity.

A number of modifications in procedure and formula-
tion have been investigated with regard to their effect on
surface set. One such modification was the use of a higher
temperature in finishing the grease., Originally the grease
was vacuum stripped to 150°C. to remove volatile solvents,
Greases prepared in thls manner stilll had a strong odor of
benzene associated with them; and in addition, such greases
were very prone to surface set on overnight exposure to atmos-
pheric conditions. It was also noted that the grease hardened
and became crumbly when heated to 195°C. When the temperature
of the stripping operations 1is raised to 195°C., the greases
no longer have a benzene odor and show less tendency to take
an overnight surface set than thelr lower temperature analogs
(see Appendix VIII) Furthermore, the tendency to become
crumbly at 195 Oc. was eliminated. The 195°C, temperature 1s
very close to the upper 1limlt which can be used in this strip-
ping operation, since above thls temperature the diester vehicle
begins to volatilize,

The molecular welght of the sulfonate used as a dis-
persing agent in these greases also has an effect on the tend-
ency toward surface set. A slightly lower molecular weight
alkyl aryl hydrocarbon (the 20 per cent low molecular weight
fraction of postdodecylbenzene) was inadvertently obtained at
one point of this investigation, and the greases obtained using
sulfonic acid prepared from this material were exceedingly prone
to surface set. An investigation of sulfonic acids of higher
molecular weights than the normal 80 per cent postdodecylbenzene
sulfonate shows no further improvement in lessening surface set,
Postdodecylbenzene hydrocarbon was stripped to 60 per cent and
to 40 per cent of its original volume, and sulfonic acids were
prepared from these hydrocarbons. No apprecliable difference in
tendency to surface set can be detected between grease prepared
from 80 per cent postdodecylbenzene sulfonic acid and the higher
molecular weight sulfonates (see Figure XIII).

It was believed that the set observed with these

greases was at least partlially due to orientation of the sul-
fonate dispersant into gel structures followlng the coupling
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step. Some possibility existed of adsorbing the freed sul-
fonate by still further addition of intermediate. When such
addition was made, a noticeable reduction of set was observed.
The overbased greases, however, showed increased bleeding.
Overbasing with naphthenate intermediate did not affect sur-

face set.

A number of additives have been incorporated in
these greases to overcome surface set tendencles., The earliest
of these additlons were hydroxy and ester compounds. Greases
modified with these compounds were prone to bleed and, in gen-
eral, were not work stable (see Appendix IX).

DC 510 silicone fluild was added chilefly as an aid to
improving work stability, but in addition it also showed some
improvement 1n surface set characteristics. Another desirable
feature obtalned with the use of moderately high silicone levels
is the increase in dropping polnt of the grease. This effect is
not particularly noticeable except with low dispersion ratilo
greases. Greases with disEersion ratios above 0.3 have dropping
points in the vicinity of 450CF. without any silicone addition.
Silicone does have one drawback, however, in that it tends to
cloud the greases and to cause bleeding. In general, it was
noted that the higher the dispersion ratio (lower sulfonate con-
tent) the more silicone could be introduced into the grease with-
out clouding. It is thought that the silicone precipitates the
sulfonate in the grease above a certain critical level.

Another addltive that gave improvement in surface set
tendencies was Esso Acto 630, This is a high molecular weight
(479)sodium mahogany sulfonate (Figure XII). One disadvantage
is the fluldizing effect of this additive on the base grease,
This materlial must be used 1In conjunction with a work stability
improver due to its dilution effect,

Aeryloid 710, an acrylic polymer, has proved to be a
promiging additive in that it is an effective surface set re-
tarder and, 1n addition, is a very good work stability improver;
however this materlal also tends to cloud the grease and con-
tributes to bleeding above optimum concentration levels. The
Acrylolid 710 1s effective 1n lower concentration than silicone
fluld (see figures X through XII).

The greases prepared for study of thixotropy versus
composition (see preceding section) were also examined for tend-
ency towards surface set. No particular systematic change in
tendency to surface set with sulfonate content was noted. If
anything, the lower sulfonate containing greases were slightly
more prone to surface set. It was noted, however, that, at cer-
tain actlive gelling agent levels, optimum greases were obtained
that were notably superilor to other members of the same disper-
sion ratio serles, both in surface set and work stabllity. This
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phenomenon can best be seen in figures III through VIII.

The importance of a slight amount of surface set in
these greases 1s doubtful 1nasmuch as they resume their normal
consistencies on mild working. It is also quite probable that
the whole phenomenon is related to water resistance of the
greases, Greases to which effective water resistance agents
have been added have not as yet been evaluated for tendency
towards surface set.
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FORMULATION OF AN OPTIMUM GREASE

Time has not permitted the preparation and full scale
exhibit A testing of an optimum grease formulation. Greases
have, however, been made which passed most requirements, with
the notable exception of water resistance. Results of tests
run on one of these greases (see Appendix VII for others) are
l1isted below along with specification limits:

TABLE VI
A. Formulation of BPS 2-129-4

Dispersion Ratilo 0.3

Active Gelling Agent 8 per cent

Conversion 85 per cent
Ca Sulfonate 14 per cent
DC 510-50 8 per cent

Acryloid T10 10 per cent

B. Exhibit A Test Results

Experimental
Test Specification Result
Dropping Point Above 375°F. Above 450°F,
Worked Penetration 260 to 340 265
Water Resistance - a., Not more than 20 a, 63.3 per cent
per cent b. Cloudy
b. No cloudiness
Evaporation Less than 2 per cent 0.44 per cent
0il1 Separation Not more than 5 per cent 5.0 per cent
Worked Stability Below 375 260%*
Low Temperature 5 Seconds Maximum at 1.2 seconds
Torque -100°F.

#3000 Double Strokes Only

Exhibit A tests which were not run on this grease
are oxidation stability, dirt, copper corrosion, apparent
viscosity, gear wear, high temperature bearing test, and hu-
midity corrosion test. The grease was not compounded with an
oxidation inhibitor; hence 1t was not subjected to those tests
requiring prolonged exposure to high temperatures., It will be
seen, however, that the evaporation loss was well within re-
quirements and that low temperature properties are satisfactory.

As can be seen from Appendix VII, water resistance
of the above grease 1s somewhat poorer than a number of other
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greases similarly containing Acryloid or silicone additives,
These additives, however, appear to generally reduce water
resistance regardless of formulation.

The data in Appendix VII also suggest that incor-
poration of Esso Acto 630 slightly reduces the deleterious
effect of work stabllity improvers on water resistance. This
material 1s the sodium salt of a mahogany sulfonic acid.
Literature studies have indicated that a number of mahogany
sulfonates might be effective, particularly as thelr zinec,
aluminum, or cerium salts. In recent experiments, a number
of zinc sulfonates have been screened as water reslstance
additives. The base grease used was a 0,33 dlspersion ratio,
8 per cent active gelling agent product of 1inferior water re-
sistance, Results are shown 1In Table VII.

TABLE VII
Per Cent Per Cent Loss
Water Resistance Additive Additive in Washout
None - 30.8,34.5
Zinc 80 per cent post-
dodecylbenzene sulfonate 3 29.5

Zinc Petronate* 3 13.8,15.2
Zinc salt of Emulsol

C-10-25%* 3 56.8,47.7

*# I,, Sonneborn & Sons mahogany sulfonlc acld
#*Emulsol Corporation mahogany sulfonic acid

It appears from the above fragmentary data that water-
proofing effectiveness 1s sharply limited to specific zlnc sul-
fonates. This conclusion, however, 1s not firm inasmuch as
greases made from a repeat preparation of zinc Petronate were
not outstanding. It 1is quite probable that the manner of mak-
ing the zinc salt 1s critical. The good values obtained with
zinc Petronate, however, do suggest that a balanced formulation
can be obtained which will meet specifications.

Prediction of an optimum formulation at this time 1s
hampered by the fact that most of the work stabillty data was
obtained on formulations containing silicones, whereas fragmen-
tary data indicate Acryloild 710 to be prefereble both 1n effl-
clency and resistance to bleeding. Extrapolation of present
data and trends, however, would 1lndicate an approximate optlmum
composition as follows:
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Dispersion ratio

= 0.4
Active gelling agent = 8.5-9 per cent
Conversion ratio = 85 per cent
Acryloid 710 = 3-5 per cent
Zinc Petronate = 3 per cent
Phenothiazine = 0.5 per cent

(oxidation inhibitor)
Base o1l = di-2,ethyl hexyl azelate

Present plans call for complete Exhibit A testing
of greases having compositions in this general range.
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APPENDIX 1

SOLUBILITY OF VARIOUS MATERIALS AT 10 PER CENT IN DC 200-100 CS.

Soluble

A. Alecohols

Tert-butyl alcohol
2-methyl -2-pentane-1-o0l
Heptanol -3

N-octanol

Trimethyl cyclohexanol
Di-1sobutyl carbinol
Trimethyl nonanol
2-butyl octanol
Tetradecanol
Heptadecanol

B. Amines
2 ethyl hexyl amine
N,N, dibutyl 1sopropanol

amine
D1 2-ethyl hexyl amine

C. Carboxylic Acids

Butyric acid
2-ethyl hexenoic acid
Pelargonic acid

Stearic acid
Phenyl acetic acild
D. Ethers
Ethylene glycol dlethyl
ether

Diethylene glycol dlethyl
ether

WADC TR 55-190
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Insoluble

Diethyl amino ethanol

2-amino-2-methyl-1-propanol

Tetrahydrofurfuryl alcohol

3-cyclohexene 1l-methanol

Dibutyl amino ethanol

2, 3 dihydro -2, 5-dimethyl -1,
4 -pyran 2-methanol

Alkyl aryl poly ether alcohols

Ethylene diamine
Triethylene tetramine
Monoethanolamine

Ethyl monoethanolamine
Diethanolamine

Phenyl ethanolamine
Triethanolamine

Butyl diethanolamine
Triethylene pentamine
Mixed isopropanolamines
N-methyl glucamine

3-ethyl-3-hydroxy hexanoic acid

Phthalic acid

Polyoxyethylene dicarboxylic
acid, MW = 231

Abletic acid

Anthranilic acid

Naphthenic aclds

Poly glycol ethers




APPENDIX 1 (CONTINUED)

SOLUBILITY OF VARIOUS MATERIALS AT 10

PER CENT IN DC 200-100 CS. (CONTINUED)

Soluble
D. Ethers (Continued)

Ethylene glycol monobutyl
ether

Ethylene glycol di-n-butyl
ether

Diethylene glycol dibutyl
ether

Ethylene glycol monohexyl
ether

E. Esters
2-ethyl hexyl acrylate

Ethyl hexyl acetate
Di-2-ethyl hexyl tetra-

hydrophthalate
F. Glycols
G. Ureas

N,N,N,N tetrabutyl urea
H. Ketones
Pentanedione-2,4

l1-phenyl-l, 3-butanedione
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Insoluble

Dibutyl phthalate
Di (2-ethyl hexyl) phthalate
Poly oxy ethylene esters

Polymerized high glycol fatty
acid esters

Fatty acid esters of poly
ether alcohols

Sulfate esters of alkyl phenoxy-
poly oxy ethylene ethanols

2-ethyl butoxy 2, 4-dimethyl
pentanediol-1,5

2-amlno-2-ethyl-1, 3-
propanediol

Dimethyl tetraethylene glycol

Polyalkylene glycols

N-mono-n-butyl urea




APPENDIX 1 (CONTINUED)

SOLUBILITY OF VARIOUS MATERIALS AT 10

PER_CENT IN DC 200-100 CS. (CONTINUED)

Soluble

I. Miscellaneous Organlc Compounds

Insoluble

Lactonitrile
Dimethyl furane
Ethylene dichloride

Diethyl furane

SOLUBILITY OF FLUOROCARBONS AT

Paraformaldehyde

N-vinyl pyrrolidone

Tris (hydroxy methyl) amino
methane

Sodium p-xylene sulfonate

Iso-amyl-2-ethyl-hexyl acid
orthophosphate

Dodecyl benzyl trimethyl
ammonium chloride

Nonyl phenol

Alkyl aryl sulfonates

4o PER CENT IN DC 510-50 CS.

Soluble

Perfluor butyric acid
Trifluor acetic acid

WADC TR 55-190
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Insoluble

F-126
0- 75
N- 43
Calcium perfluor butyrate
Calcium trifluor acetate




Step 1

Step 1

APPENDIX II
DETAILS OF GREASE PREPARATION

Small Sample (100 Grams)

Welgh out the requlred amount of grease intermediate
dispersion and aliphatic diester into %00-ml. beaker,
add 50 ml. benzene, and stir.

Weigh out coupling agent into a 150-ml. beaker, dis-
solve in 50-ml, acetone, and then add 50 ml. benzene,

Continue stirring the intermediate solution and slowly
add the coupling agent solution over a 15 to 30-second
period. Allow 30 to 60 seconds for reaction while
stirring 1s continued.

Strip solvents (acetone and benzene) to 15090. Agita-

tion is mandatory in order to prevent local hot spots,

Following this solvent stripping, lmmediately place the
grease in a vacuum chamber to cool.

When cooled sufficlently, mill the grease if required.

Large Sample (3 to 6 Pounds)

Charge appropriate amounts of intermediate, diester,
and benzene to vacuum grease kettle.

Add 3 methyl glutaric acid in acetone-benzene solution,
Maintain stirring.

Apply heat and strip solvents to 100°¢.
)
Apply 26 inches of vacuum and strip to 150 C.

Finish grease by stripping to 195°C. while pulling
dry alr over grease. Malintain 5 inches of vacuum,
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APPENDIX III

SMALL SAMPLE EVALUATION OF PLUROXIN E 231 GREASES
Per
Per Cent
Consistency Cent Active
Melting A.S.T M. Con- Gelling Disp,
Experiment 01l Phase Point °F. Penetration version Agent Ratio
CRB 4-33 Di-2,ethyl Below 300 Liquid 60 y .285
hexyl
adipate
34 Di-2,ethyl Below 300 Very heavy 70 7 .285
hexyl
adipate
36A Di-2,ethyl Below 300 Above 350 40 5.5 .55
hexyl
adipate
36B Di-2,ethyl 300 + Approximately 60 6.6 .55
hexyl 200
adipate
37A Di-2,ethyl Below 300 Approximately 60 5.5 .55
hexyl 230
adipate
37B Di-2,ethyl Below 300 Approximately 60 4.5 .55
hexyl 280
adipate
38C Di-isooctyl Below 300 Approximately 60 5 .39

azelate
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ok

280




set S8 9 den 4 U0

60 9807 ON Sgh 13494 2ET S8 6*s oS- €40

oL°T 4T <g g NeH-4 60

00§ 0sT S8 (4 | Wen- 990

99T 58 1 Teq~H €I

gt o8 9 M4 €40

Se SET o8 g*s 24

061 9t1 08 S IS4 gD

0°0Y e9t o8 G Heh f €40

gLT 0g % e €D

g1 ogT SL 9 e T

gte 9 6°s HH~ 990

PNt SL 4 dach-1 €40

PINTd 9 9 oZH-4 D

PIOTL S9 G°S gSh- 90

PN 59 S Ve €D

spuooeg uoyyeIedes *d 00§ *do 880 UOI3%I3eU9g UOTSJSAUO) uady Y-

cmpwindiey oo aa  Pmlens  ewmespey L NTCE MRS HIe0 swemed
»oY

uotgerodeAx JI998M qQud) I9g

SASVAYD IOV JIYVINTD IXHISW £ JO NOILVNTVAZ FTIIWVS TIVAS
Al XIQN3ddV

25

WADC TR 55-190




ote Ooht ot 062 +064 A | 0°L G0
(0} 4% 06¢ ot 4¢3 +0G4 0T o°L GE°0
ozt (149 149 oot +064 8 o°L (4544}
GHE (0149 GLE ont +0414 i 69 Ge°o0
(1149 ogt 419 oHt +06H A $°9 (4 94]
09¢ STy St 0SE g1e ot 69 Gt*o
PINTI PINTI PINTJ
- Twag - jwes - Jwag 1 8 69 GE*0
oLe 00¢ 00t 0se #1 8 £°0
09e 00€ G662 ole A 8 £°0
09e 6ot g6e 062 ot 9 €0
662 S0t 062 Gte +064 8 8 €0
G2 6le 0ge ot1e +064 G°L £°0
062 OKE 159 00E Oty 1 L £°0
G6e GEE (0139 00€ +06H et L €0
S0t ont ot¢ ot +064 (0) 4 L €0
GTE 06€ GHt 6ge +064 ] L £°0
oxt GLE 09¢ 4 1 9hh 1t 9 £°0
09t GLE oLE (0]%9 +0SH 2T 9 €°0
GGE 09t 09t Gee +06% ot 9 £°0
09¢ (419 St 02E e 8 9 £°0
ole 6ot Got 662 gee 1 L 2°0
6le O£t STE GEE 991 8 L 2°0
44 PINTJ +006$ (4149 81T 0 L 2°0
0ge (0]49 oTE (0) 49 oTH 41 69 rAdo)
¢9e ott Get Gee 891 8 S°9 20
c92 00¢ G662 0oge oth HT 9 e°0
Gl2 ott oot 6l 00£ 21 9 2°o
092 662 s62 sge 092 ot 9 2°0
662 o1t sot 1% 922 8 9 20
Butpusls A3TTIqE3s °Ud PoATI3Y *dy 05-0160d V'OV orasy
8JIN0H PONJIOM PSNIOM 8y q&ﬁﬂom uUI) I9g MUI) JIdg ﬂo.wmh&
ww©e 8¥ox3s INOIS Buyddoag -81q
I93JY 000°¢E 09
NOIIVHIANIJ

#SASYIYD QTIJN0D IOV OINVINTD TXHLAW €

A XIQNEddV

L-621-11849
9-GeT1-11Sd4d
G-62T-118d49
-G2T-IISdd
€-G21-115d9
2-62T-11sdd

T-621-115d9
g-22T-1ISd4
L-22T 1144
9-221-11sdd
G-22T-115dd
2~EET-1ISdd
f-221-1I1sd4d
€-22T-118d9
2-22T-I18dd
T1-221-1I8d9
#-£21-118d9
€-€2T-118d9
e-€21-118d4
T-€21-1I1d4
-9~ ATINY
T-9%- ATLWY
QET-II18d4d
€- G- ATIWY
2~ G~ AT
E-EN-ATINY
Z-Eq~ ATINY
T-E4-ATINY
c-2tT-II1sdd

Jaquny
quampIradxy

26

WADC TR 55-190




PILS IS

- fwag -Tues (439 ¢te 8 8 Sq°0 #-0TT-IISdd
09¢ Sgt OLE Ott +06H L1 L SH°o 91-0TT-IISdd
Got son 06¢ GEE et L Sh°o ST-0T1-1Isdd
149 (o} ogEt ont ot L SH°0 #T-0TT-IT1sd4

PINTS PIOTE

- puag - wag Gee GHe 8 L sn°o £-01T-118dd
(4% sot 662 (4 T 6 %0 02-0T1-1Isdd
(4 G0¢€ 662 ose et 6 0 6T-0T1T-11549
oce (0] 49 oot one ot 6 #°0 gT-0TT-IISdd
144 (417 61t ane 8 6 #°0 LT-0TT-1I8d9
ol2 449 (449 G692 +0GH L 15} %°0 #-LTT-1IS3d
ole (4249 (4¢3 oHe +06H et 5°g 1°0 €-L1T-1I8d9
062 Get (0743 0se +06H 0T S°g 1°0 2-LI1-118d4
062 ont 449 (4 +05H g 6°Q %°0 1-L11-118d9
(44Y (49 ont o1t 1 8 ®°0 OT-0TT-1Isdd
(3¢9 (4149 419 662 =19 | et o ®°0 6-0TT-1IISdd
(149 0s¢ ot 66e ot e #°0 g-0TT-II1sd€
Gte oLt Gt (0749 e o] f°0 c-0T1-1I8d9
oHt 09t (1149 (0] ¢9 1T L ®°0 €1-0TT-1Isd9
1429 oLt (149 ozt A L °0 2T-01T-11sdd
(13 0Lt 119 oct ot L %°0 TT-01T-1Id9
GEE 06¢ 09¢ Get o] L #°0 1-01T-11sd9
Goe ozt ot = S6l2 +06N L1 8 4 ¢] f-9ST-11sdd
sge 449 oT€ 09e +06H FA o] ¢t o €-921-118d9
Gl2 419 ott oLz +06% ot 8 G0 2-92T-I18dd
<92 oct (4¢3 0se +054 el 8 4 3d0] T-921-11s4d9
5ge oLt (4¢3 062 +06% 1t Gl Gt°o 8-92T1-11sdd
olz 01¢ o1t 662 +0SH 2T G°L 6t o L-921-118d9
092 G1e 41 6le +064 ot 6L 14 5d) 9-921-1Isdd
6ge ottt o2t Gge +061 8 S°L GE*0 6~92T-1Isdd9
ot GhE o4t 00t +06Y T 0°L (49} g-621-11d4

Burpuels £ITITAEAS ‘udd P8ATI03Y *do 05-0162a VD'V ot3yey Jaquny
8INOH PONJIOM  PINJIOM sy ‘quypog qud) Jag W) X3 uogsxad JusurIadxsy
f1e 9POoJIE  9YoI}S Buiddoag -81q

1933V 000°€ 09

NOTLVELANI]

*#SASVINO AIIIN0D AIDV DINVINTD TXHLIW £

(QINNTINOD) A XIANZLJY

27

WADC TR 55-190




*895%3J3 91WUOJINS BUIZUIQTAISpop 380d Quad J3d Off s
*59890d8 93WUOJINS BuazuaqrLoepop 3sod quad J3d 09 w»
*UOTSBJISAUOD Juad Jad ¢Q 8988813 TV »
Gle o2t 4¢3 S92 +064 11 S°g #°0 #%9~ G~ ATINY
062 GHE otf oHe +0S4 8 6*Q 1°0 G- G~ AT
PINTS PINTS ogt 062 001 0 ¢°g %1°0 +ex1-9ET-118d9
(44 G662 00¢ ane +04% T 6°g %°0 ##C - LN~ ALINY
6Ge GTE (€019 022 +0G4 ] G°Q f1°0 T~ LY~ ATDNY
00¢ ot€ (443 oce ote 0 S°g 10 ##T-QET-1ISdd
00t ott cet 062 11 ot 6*0 2E-0TT1-1Isdd
062 GEE oct Gl2 et ot 6°0 TE-OTT-IIsdd
062 Ottt ot 6le ot ot 60 0t-0TT-1ISdd
ot€ (0[49 149 ol2 el (0] ¢ 6°0 62-0T1-1IS3d
Ott (+]49 GHt G62 09t 11 6 6°0 ge-0TT-1Isdd
ot 0S¢ SHE Gée et 6 60 12-01T-115d4d
(0749 06¢ 0sE 00t +0SH (0} 4 6 6°0 92-0TT-11sd4
449 09¢€ SHE 6ge 8 6 S°0 62-0T1-118d4
Get ogt 69t ot 11 o] 6°0 9£-0TT-1ISdd
GHE Ggt GLE (449 +05Y 2t o] 6°0 GE-0TT-IISdd
ant SoN Ggt 02t o1 8 60 H#€-0TT-1I1S39 ©
PINTI PIOTS Y
-Jueg - Tweg otTH (139 +064 g 8 6°0 ¢E-0TT-1IS49
092 00t ége 092 +0SH% 11 6°6 Sx°o0 f1-12T-11Sdd
0se 00€ co€ S92 +054 et 66 SH°0 €-Lle1-118a9
092 Got So€ S92 ot 66 4 ¢ 2-l21-11Sd49
592 (413 ot¢ 062 +064H 9 66 SHh°0 1-L2T-11sd9
662 oht ot 6ge L1 6 SH°0 #2-0T1-I1Sd€
0Tt oHt GtE 062 et 6 Gn°0 €2-0TTI-118d49
00¢ SHE Gt Gl2 ot 6 SH°0 2c-0oTT-1I549
oot Nt oyt 692 8 6 S7°0 12-0TT1-1Isd€
Of€ 06€ 6ot 00t 1T ] SH°0 L-0TT-IIsdd
662 GLE Got 00t A o] S0 9-0TT-IISdd
0cE GlLE oLt 062 ot o] aq°o $-0TT-1ISd9
ButpueiS LA33TIQeIS  °uUsd PoATIOSY *do 0$-0150a ‘V'o'y oTy%y I3quITy
8INOH PONIOM  DPINJIOM 8y ‘quyog 3ud) I3g Uy I9g uogsaad JuamtIad Xy %
w°e oyoI3g Iox3g Burddoag -81d -
J9JY  000°€ 09 1A
NOILVULANIL mw
#SASYIYD @TIAN0D IOV OIMVINTO TXHLIN € mm
(GANNIINOD) A XIANIIAV =




APPENDIX VI
MATERIALS_ INEFFECTIVE AS THIXOTROPY INHIBITORS

Glycols
Polypropylene glycols of average M.W. = 150, 425, 1025, 2025

Methoxy polyethylene glycol average M.W. = 315,550
Polyglycol E 600

Dibutoxy tetraglycol

Dimethoxy tetraethylene glycol

Tetraethylene glycol dichloride

Triglycol dichloride

Esters
Flexol Plasticizers 8HP, DOP, 2GB (Carbide and Carbon)

Santicizers M-17, 107 (Monsanto)
Dibutyl phthalate
Dioctyl phthalate

Miscellaneous

Polyethylenes
Polybutenes

170 pale o1l

Tributyl phosphate

Tricresyl phosphate

Amine 220 (Carbide and Carbon)
Dow Corning Silicone Fluid DC 500
GE Silicone Fluid No, 81451
Lithlum epoxy oleate

Lithium dihydroxy oleate
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APPENDIX IX
UNSUITABLE _SET INHIBITORS

Level in

Additive Final Grease Observations

Oxidation Inhibiltor

Phenothiazine 1 per cent No effect

Hydrogen Bonding Agents

Glycerin 1l per cent Cloudy, bleeds

Glycerin .05 per cent Cloudy, bleeds

Mannitol 1 per cent Particles of undispersed

s0lid remain

Ucon Lubricants
LB1715 1 per cent Cloudy, not work stable
50HB2000 1 per cent Cloudy, not work stable
50HB5100 1l per cent Cloudy, not work stable
T5H490 1 per cent Cloudy, not work stable
TS5H1400 1 per cent Cloudy, not work stable
T5H90000 1 per cent Cloudy, not work stable

Polyethylene glycol 1025 1 per cent No effect

Polyethylene glycol 2025 1 per cent No effect

Monobutyl amine 1 per cent Hydrolysis occurs with

2-ethyl hexyl amine 1 per cent all amines

Di-2 ethyl hexyl amine 1 per cent

Tetraethylene pentamine 1 per cent

Sulfonate Pluidizing Agents

Diethyl phthalate 1 per cent No effect

Surfynol 104 4,7 per cent No effect

Sulfonate intermediate to base No., of 5 No effect
Naphthenic intermediate to base No. of 7 No effect
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APPENDIX X
EXHIBIT "A"

Development and evaluation of a grease with high
load carrying capacity that 1s operational over a -100° to
350°F. temperature range. There 18 no restriction on the
materials to be used in making this grease, An o0ill must be
found with good lubricating properties that is stable over
this temperature range and with low volatility at the upper
temperature limit. A good gelling agent stable over the
temperature range 1is also needed. The grease must possess
oxidation stabllity, permit operation of low torque aircraft
equipment at -100"F., provide adequgte lubrication over the
temperature range of -100°F. to 350°F., and supply adequate
protection against corrosion.

Reguirements for a :;000 to 350°F. Grease

Test and Method Requirement

1. Oxidation Stability Pressure drop shall not exceed:
Spec. VV-L-T791, 5 p.s.1. in 100 hours
Method 345,3 25 p.s.1. in 500 hours

2. Dropping Point > 37T5°F.

Spee. VV-L-T791,
Method 142.1

3. Worked Penetration > 260, < 340
Spec. VW-L-T91,
Method 31.1
4, Dirt The grease shall not contain dirt
Spec. VW-L-T791, or other foreign particles exceed-
Method 300.5 ing the following limits:
7,500 per cc. of 25pdiameter
or above
1,600 per cc. of TSpdiameter
or above
None of 12§yd1ameter or above
5. Bomb Copper Corrosion : Pressure drop shall not exceed 0.5
Spec. MIL-G-3278, p.s.i. in 20 hours. No decomposi-
k.2.2.3. - tion of the grease as evidenced by

discoloration in the vicinity of
the copper strip or appreciable
stain or corrosion beyond that ob-
tained 1in a blank test under the
same conditions without grease,

A slight change in the color of the
grease, not green or dark brown,

1s acceptable.
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APPENDIX X (CONTINUED)

EXHIBIT "A" (CONTINUED)

Test and Method (Continued)

Requirement (Continued)

6.

10.

11.

12.

13.

1k,

Water Resistance

a. Water Washing
Spec. VV-L-T791
Method 325.2

b. Water Immersion
Spec. MIL-G-3278,
h,2.2.4

Evaporation
Spec. VV-L-791,
Method 35.1

011 Separation
Spec. VV-L-791
Method 32.1

Apparent Viscosity
Spee. VV-L-791,
Method 30.6

Gear Wear Test
Spec. MIL-G-3278,
4,2,2.8

Worked Stabllity
Spec. VW-L-791,
Method 31.3

Low Temperature Torque
Speec. MIL-G-T421,
4. 4.2.1

High Temperature
Performance,
Spec. VV-L-791,
Method 33.1

Humidity Corrosion Test
Spec. MIL-G-4343,
4.,3.2.3

WADC TR 55-190

Not more than 20 per cent of the
grease shall be washed from the
bearing when tested.

No cloudiness or other evidence
of emulsification of the grease.

Grease shall not lose more than
2.0 per cent of 1ts welght 1in 22
hours.

Grease shall not lose more than §
per cent of its welght 1n 30 hours

Viscosity of the grease shall not
exceed 15,000 poises at a shear
rate of 20 reclprocal seconds at
-100°F.

The brass gear of a hellcal gear
gset shall not wear more than 2.5
mg. per 1,000 cycles under a 5-
pound load nor more than 3.5 mg.
per 100 cycles under a 10-pound
load.

375 after working 100,000 double
strokes.

A 204 Conrad-type 8-ball bearing
lubricated with the grease shall
turn 1its first complete revolution
in each direction _in not more than
5 seconds at -100°F.

The grease shall lubricate a 204
Conrad-type 8-ball bearing satis-
factorily for a minimum of 600 hours
at 350°F,

Each of the two tested barings must
have a numerical rating of 2 or less.
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